NOTES:

1. TREE SHALL BEAR SAME RELATIONSHIP 10
FINISH GRADE AS iT DD IN NURSERY,

2. ALL PRUNING SHALL BE DONE AFTER PLANTING.

REMOVE ENOUGH WHOLE BRANCES (NOT JUST END
TIPS) TO REDUCE FOLIAGE BY 1/3. NEVER LEAVE
"V" CROTCHES OR DOUBLE LEADERS. RETAIN
NATURAL TREE SHAPE.

1/2" BLACK RUBBER HOSE

DOUBLE #12 GALVAWNIZED STEEL
WIRES TWISTED TO TIGHTEN
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PRUNE AS NECESSARY TO RETAIN NATURAL
TREE SHAPE. DO NOT CUT MAIN LEADER

1/2" BLACK RUBBER HOSE

DOUBLE #2 GALV. STEEL WIRES TWISTED TO
TIGHTEN

2" MULCH. DO NOT PLACE MULCH AGAINST
BASE OF TREE TRUNK.

BASE OF TREE TRUNK SHALL BE 2" ABOME
FINISH GRADE

PRUNE AS NECESSARY TO RETAIN
NATURAL TREE SHAPE. DO NOT CUT
MAIN LEADER

1/2° BLACK-RUBBER HOSE

DOUBLE. #12 GALV.. STEEL WIRES
TWISTED ' TO TGHTEN.

2° MULCH. DO NOT PLACE MULCH
AGAINST BASE OF TREE. TRUNK.
BASE ‘OF TREE -TRUNK SHALL BE 2"
ABOVE FINISH GRADE -

UNTIE AND. REMOVE  TOP-1/3 OF

'BURLAP AROUND ROOT BALL. SUT

REMAINING 'BURLAP- WITH "4 EQUAL
SPACED VERTICAL CUTS -

KNOTTED WHITE SURVEYOR TAPE

3" EARTH SAUCER

(3) 2'%2"x2'=6" HARDWOOD STAKES
SPACED 120" DEGREES APART

IF TREE IS SHIPPED WITH WIRE
BASKET, CUT:WIRE BASKET WTH 4
VERTICAL CUTS. . ‘REMOVE WIRE
BASKET TO 8" DEPTH BELGW FINISH
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\DETAIL

UNDISTURBED SETTING MOUND R
COMPACTED PLANTING SOIL MIX .~

DETAIL#

—

PLANT SPACING CHART

“SPACING D" ROW "A" PLANTS / SF.
6" O.C. 5.20" 0.C. 4.61
8" 0.C. 6.93" 0.C. 2.60
10" 0.C. 8.66" O.C. 1.66
12" 0C. 10.40" 0.C. 115
15" 0.C. 13.00" 0.C. 0.73
18" 0.C. 15.60" 0O.C. 0.51
247 0L 20.80" O.C. 0.29
30" 0.C. 26.00" 0.C. 185
36" 0.C. 30.00" 0.C. 1928
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-NOTES:
1. FOR: USE ONL‘E’ WI*iEN PLANTS ARE SPACED
- EQUIDISTANT FROM EACH OTHER -AS SHOWN; AND
" SPECIFIED: IN' THE PLANT LIST.
2.FOR” SUCCULENT PLANTINGS SPACE AT LEAST 8"
-0
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UNTIE AND REMOVE TOP 1/3 OF BURLAP
AROUND ROOT BALL. SUT REMAINING BURLAP
WITH 4 EQUAL SPACED VERTICAL CUTS

KNOTTED WHITE SURVEYOR TAPE
3" EARTH SAUCER

(3) 2'x2"x2'—6" HARDWOOD STAKES SPACED
120 DEGREES APART

IF TREE IS SHIPPED WITH WIRE BASKET, CUT
WIRE BASKET WITH 4 VERTICAL CUTS,

REMOVE WIRE BASKET TO 8" DEPTH BELOW
FINISH GRADE

PLANTING SOIL MIX AS SPECIFIED

\:\-*-—— UNDISTURBED SETTING MOUND OR COMPACTED

PLANTING SOIL MiX
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2" MULCH. DO NOT PLACE MULCH
AGAINST BASE -OF SHRUB-

3" EARTH SAUCER

UNTIE AND: REMOVE TOP 1/3 OF

RO BURLAP AROUND ROOT BALL.
T SUT REMAINING BURLAP WITH 4
i EQUAL SPACED VERTICAL CUTS
R PLANTING SOIL ‘MIX AS
st SPECIFIED

UNDISTURBED  SUBSOIL

NOTES:

2. ‘PRUNE ‘AS NEEDED 7O RETAIN NATURAL SHRUB SHAPE.
VERTICAL CUTS AND: BUTTERFLY THE: ENTiRE QOOT BALL.

/ZT\SHRUB DETAIL

/u = ;%a

UNDISTURBED ' SETTING- MOUND - OR
COMPACTED 'PLANTING SOIL- MIX

1. SHRUB SHALL -BEAR SAME RELATIONSHIP TO GRADE AS IT DID IN NURSERY.
3. FOR: CONTAINER GROWN PLANTS, 'SPLIT THE ROOT-BALL WITH 4 EQUAL SPACED

— PLEASE ENTER THE VIEW

THESE PLANS ARE BASED UPON' PLANS TITLED “ARIS -ALLEN BOULEVARD, LLC MIXED
‘RESIDENTIAL" CREATED BY BOWMAN: CONSULTING, PORTIONS OF WHICH ARE USED HEREIN,
.

FILE NAME: P:\Proil 30\130003.01 Aris T. Allen ?mperty\1O,_{)wgs\CADO\Workinﬂ\LZ.GMLZ.3 LANDSCAPE DETAILS recover.dwg  PLOT TIME: Mon, 02 Jun 2014 — 5:09pm LAST SAVE: Mon, 28 Apr 2014 - 4:37pm BY: ltorres
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NOTE :

1. BEDS TO HAVE SMOOTHLY COUNTOURED: -AND CLEANLY: DEFi E

NOTED ON PLAN.

TEASE OUT ROOTS ON- POT BOUND PLANTS
PLANT SPACING VARIES — (SEE PLAN)

0~ DD

PRUNE ALL BROKEN, DISEASED, AND WEAK

3X WIDTH OF ROOTB;ALL

PROPOSED BEDS MUST BE LAID OUT ON- SHE AND APPRGVE
REMOVE TOP 1/3 OF ALL BURLAP FABRIC AROUND ROOT BAL
COMPLETELY REMOVE ALL STRINGS, RIBBONS, AND- TAGS FRG"

ALL SHRUBS TO BE PLANTED IN MULCHED BEDS

EXCEPT AS
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601 East Pratt Street, Suite 302 Baltimore, Maryland 21202
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IPROFESSIONAL CERTIFIGATION. | HEREBY CERTIFY THAT]
THESE DOCUMENTS WERE PREPARED OR APPROVED BY|
i ANDWT AN ADULY LICENSED BROFESRIONAR
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